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Software updating with WiFi

1. Select WIFI hotspot

Reset iPower but Do not Run it,

Then Searching “"AP_xxxxxxxxx" hotspot, that is iPower Wifi ID

Note: Fix this hotspot always connected during your updating process, Once WiFi hotspot is

replaced with other Wifi ID, updating will fail.
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2. Modify Wifi Module to Transparency

*Before updating iPower firmware with Wifi, Firstly you need modify the wifi module to
“Transparency”.

Visit website address: http://10.10.100.254,

User Name: admin
Pass Code: admin

Then step into the interface as below:
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Help
A Device information
Wizard Device serial number 613208765 The device can be used as
a wireless access point (AP
Wireless Firmware version H4.01.44Y4.0.01W1.0.21(2014-12-231) mode) to faciitate users to
Wireless AP mode Enable configure the device, or it
Cable can also be used as a
Advanced ssio AP_513298765 wireless information terminal |=
IP address 10.10.100.254 (STA mode) to connect the
Upgrade remote server via wireless
MAC address AC:CF.23:18:75:F4 router
Restart Wireless STA mode Enable
Reset Router SSID AP_SOLAR_PORTAL_M2M_20120615
signal Quality 0%
IP address 0.0.0.0
MAC address AC:CF:23:18:75:F5
Cable mode Disable L4
IP address
MAC address
“ Connected Inverter
.............. -



http://10.10.100.254/

Dowell

Click “Advanced”-> “Port setting” then modify the time-out 300 to 600. And “Save”.

Status Serial port parameters setting
Wizard
Wireless Baud rate (9600 v
Data bit 8 v
Cable
Parity bit N v
Advanced ’ None |
Working mode Stop bit " v
Remote server CTSRTS [Disable v
Port setting
Access point
Upgrade Internal server parameters setting
Restart
Mode
Reset
Protocol
Port

Max. TCP connections (1-32)

TCP time out setting(no more
than 600s)

Then Click “"Advanced” -> working mode
Open “Working Mode” Interface, and choose “Transparency”, Then click “Save” to keep your

setting.



Dowell

http://10.10.100.254/ x
(€ A ) 1010100254 Ui ¢ Qaxcx "8 +$ A -1 =
B RweE | xanses @ E5x @ FELS @ Atk @ SARELES @ TRR-RRNTER. @ SONN ae-ANE. | REAe »
B Englh
-
Status Working mode -

. The device usually works
Wizard under data collection
Wireless mode. You can select

transparency mode if
Cable your device supports
Advanced such Richion
 Working mode Working mode. When under
. transparency mode, the | & L
Remote server device with the
Port setting connected device will '
communicate with remote
Access point Save computer directly
Upgrade #Note: After changing
Restart the settings, the
device must be
Reset restarted.
.
After restart, you will
need to re-login the
configuration
interface. It is L
JAL dto -

Then click “Restart” to update Wifi Module.
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Help
Status Saved successfully! M
Wizard The device usually works
under data collection
Wireless mode. You can select
Configurations will take effect after restart. transparency mode if
Cable d rt
After restart, you will need to re-login the configuration gi‘?; [E:‘l:ﬁlﬁ}?ui)m s
Advanced interface for other settings, so it is recommended to restart .
3 after completing all settings.
i Working mode ‘When under L
Please click [Restart] to restart now, or click [Back] to transparency mode, the | _j} |7
i Remote server continue setting and restart later with the restart function on device with the 3
Port setting left menu. connected device wil
communicate with remote
Access point computer directly.
l
Upgrade Back *Note: After changing
I Restart the _settlngs, the
device must be
! Reset restarted.
After restart, you will M
I need to re-login the
configuration
interface. It is (&
recommended to -

3. Install iPower Updater
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iPower
Updater

Click and open >€tup-exe

-

Installer Language

Please select a language.
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then finish installation following manual.

-
B iPower Updater 1.0 Setup

[ESREE =)

Welcome to the iPower Updater 1.0
Setup Wizard

This wizard will guide you through the installation of iPower
Updater 1.0.

Itis recommended that you dose all other applications
before starting Setup. This will make it possible to update
relevant system files without having to reboot your
computer.

Click Mext to continue,

W] iPower Updater 1.0 Setup -

Choose Install Location
Choose the folder in which to install iPower Updater 1.0.

Setup will install iPower Updater 1.0 in the following folder. To install in a different folder, dick
Browse and select another folder. Click Install to start the installation.

Destination Folder

- Uodater]

Browse. ..

Space required: 748.0KB
Space available: 18.2GB

[ <gsck || mmswl | [ cancel

=] iPower Updater 1.0 Setup

Completing the iPower Updater 1.0
Setup Wizard

iPower Updater 1.0 has been installed on your computer.

Click Finish to close this wizard.

4. Down Load DSP Firmware

Let Wifi connected to “AP_xo0000xxx”

Open iPower Updater software,

. iPower Updater
File Tool

=

Help

= 9

hotspot.

Ready

Click “File”->"Open”

(or click 5 ), Then choose DSP Firmware then “OK”, see it as below.



Select Firmware type

" LCD ARM Firmware

[ File Tool Help

I=AF AF A

File: C:\Users\xutao\Desktop\IP3K-02-

Click “Tool"”->"Set port” (or -ﬁ),
Check "TCP/IP” and modify IP address to 10.10.100.254, then “OK";

Set Port u
| serial Port
COM: Il
I = TCPIP I
Port: ISBQQ

IPaddres:I 0 . 10 . 100 . 254

oK I Cancel

“Tool"”->"Download” (orl ), Start download.
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[l iPovier Updater ' o=

File Tool Help

= E

File: C:\Users\xutao\Desktop\IP3K-02-V.  ..hex

Erase..,

0
Ready

You will see the process from “Ready” till success.

5. Down Load LCD Firmware

Still keep Wifi connected to “"AP_xxoooxxxxx” hotspot.

-
. iPower Updater @

File Tool Help

AR E

Ready ’_ I_

Click “File”->"Open” (ora ), check "LCD ARM Firmware”, then "OK”, see it as below.
Select Firmware type |

~ DSP Firmware

¥ LCD ARM Firmware

Ck I Cancel |

Find LCD firmware from dialog box (.bin file), open it, complete as shown below.
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File Tool Help

Fie: C:\Users\xutao\Desktop\IPX < 5(Bin )

o
[cap |

Ready

Then “Tool"->"Set port” (or-

10.10.100.254, then “OK";

Set Port

=), choose “TCP/IP” option, and modify IP address to

| 7 serial Port

CaM: I 1
I S TCPR/fIP I
Port: |8899

IPaddresI:I o . 10

o1

. 100 . 254 I

Cancel I

“Tool"->"Download” (or . ), start to download
6. After updating, Modify Wifi Module to Data collection
**After DSP/LCD updated, you have to modify Wifi Module to “Data collection”, otherwise, you
can not monitor this inverter by website.
Visit website address: http://10.10.100.254,

User Name: admin,
Pass Code: admin,

Then step into interface as below:
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Help
A Device information
Wizard Device serial number 613298765 The device can be used as
awireless access point (AP
Wireless Firmware version H4.01.44Y4.0 01W1.0.21(2014-12-231) mode) to facliitate users. to
Wireless AP mode Enable configure the device, or it

Cable can also be used as a
Advanced SSiD AP_613298765 wireless information terminal |=

IP address 10.10.100.254 (STA mode) 1o connect the
Upgrade remote server via wireless

MAC address AC:CF:23:18:75:F 4 router
Restart Wireless STA mode Enable
Reset Router SSID AP_SOLAR_PORTAL_M2M_20120615

Signal Quality 0%

1P address 0.0.0.0

MAC address ACCF:23:18:75:F5

Cable mode Disable d
1P address
MAC address
W Connected Inverter



http://10.10.100.254/
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Click "Advanced” -> working mode

Change “Transparency” to “Data collection”, Then click “Save” to keep your setting.
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Status Working mode
The device usualy works

Wizard under data collection
Wireless mode. You can sesect
transparency made f
Cable your device supports
such function

Working mode Data collection - When under
transparency mode. the
device with the
connecied device will
communicate with remote
ACCess point IV computer directly

Port setting

Upgrade *Note: After changing

the setings, the
Restart device must be
Reset restarted.

After restart, you will
need to re-login the
configuration

interface. Itis
recommended to -

Then click “Restart” to update Wifi Module.
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Help
Status Saved successfully! M
Wizard The device usually works
under data collection
Wireless mode. You can select
Configurations will take effect after restart. transparency mode if
Cable our device supports
After restart, you will need to re-login the configuration o e oP
Advanced interface for other settings, so it is recommended to restart :
3 after completing all settings.
i Working mode ‘When under L
Please click [Restart] to restart now, or click [Back] to transparency mode, the | _j} |7
Remote server continue setting and restart later with the restart function on device with the 3
Port setting left menu. connected device wil
communicate with remote
Access point computer directly.
I
Upgrade *Note: After changing
I Restart the _settlngs, the
device must be
| Reset restarted.
| After restart, you will
i need to re-login the
configuration
interface. It is L
recommended to 2

Ok once finish, Reset iPower!



